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Your Komatsu partner:

SK820-5
Skid Steer Loader

Standard and Optional Equipment

Other attachments on request

 standard equipment 

 optional equipment

HYDRAULIC SYSTEM
Auxiliary hydraulic circuit for attachments 

Universal quick-coupler 

Bucket fl oating function 

SUPER FLOW version with 3 elements main valve 

(with drain line and electric connection)


Slow Speed Control (SSC) 

TYRES AND BRAKES
Standard tyres 10-16.5 8PR 

Automatic working and parking brakes 

Narrow tread tyres 10-16.5 8PR 

CABIN
ROPS / FOPS (Class 1) tilting cab 

Adjustable seat with safety belt 

Safety bars with incorporated display 

Instrument panel including:

- hour meter 

- LCD fuel level indicator

- LCD engine water temperature indicator

- safety warning lights: operator onboard, 

 safety bars lowered

- other pilot lights: air fi lter clogging, engine oil 

 pressure, generator, hydraulic oil fi lter, engine 

 pre-heating, parking brake, working lights, 

 direction indicators, fl oating



Accelerator pedal 

Closed cab with side windows, door (with wiper) 

and heating or air conditioning


Deluxe suspension seat with safety belt 

Fixed or sliding side windows 

12 V internal power supply 

SERVICE AND MAINTENANCE
KOMTRAX™ - Komatsu satellite monitoring system 

Cyclone air pre-fi lter 

SAFETY EQUIPMENT
Back-up alarm 

Horn 

Battery main switch 

Rotating beacon 

Accessories for road homologation 

Rear view mirrors 

FOPS Class 2 cab 

LIGHTING SYSTEM
Two front working lights 

2 rear working lights 

OTHER EQUIPMENT
Bucket self leveling 

12 V external power supply 

Mudguards 

Additional modular rear counterweight (6 pieces, 

total 126 kg)


ATTACHMENTS
1.730 mm bucket with or without teeth 

1.550 mm bucket with or without teeth 

1.800 mm bucket with or without teeth 

Cutting edge on teeth 

Bolt-on cutting edge 

Lifting hooks 

ENGINE
Komatsu S4D84E-6BMFD turbocharged diesel 

engine, EU Stage IIIA/EPA Tier III compliant


Alternator 55 A 

Battery 80 Ah 

Catalytic muffl er 

TRANSMISSION
2 speed transmission 

A wide range of attachments is available. Please 

consult your distributor for details of the full range.


